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Operating Temperature Range:  +10°" to +35™° u'" _ .
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Horizontal: 40 mm ]
Vertical: 70 mm gliis Cunsg TF 0 a0
Specimen Standard Size: Max. 55 x 55 mm s il b s ga LU 5 el lyls -
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Fine Advance: Via Handwheel Fip Jogsis lawgi
Equipped with Safety Lock -
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Standard Coarse Advance: Manual via Handwheel ELa | pakiid U Jlwjguil lugf gl glylo -
Dimensions (W x D x H): 280 x 460 x 460 mm &S
Weight: approx. 37 kg lao o Mals 3 5% p! oldes =y -
Additional Features: Automatic approx.80 ym
retraction feed
DID SABZ Co. P ) MED | (e o) o 40 £S5
ADD.:Azadl Bivd., Opposite To Customs House IS0 BT 150 13485 . P JRIP SR | I T EEPPPR Py |
Ostad Tanha Ave., Unit 8, Urmia-lran : Sy Sad e dorly g7 Al e
Postal Code: 57176-66593 W.dtdsals}z-cﬂ.com IAVAPPAT oy o om0,
Tel-Fax: (+08) 44 32771214-32781173  E-mail: info@didsabz-co.com PR TOITIOYVAVIYY (puighyst 5 ol



