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Technical Data:

Section thickness

Sefting thickness
setfing range

Setting values

Trimming section
Thickness setting range

Setting values

Object feed

Vertical specimen stroke
Secfioning modes

Specimen retraction
in motorized operation

0.5 - 60 pm

from 0.5 -5 ym in 0.5 pm
increments
from5-20myin 1 ym
increments

from 20 - 60 ym in 10 pym
increments

1 - 500 pm

from 1 -6 pmin 1 pm
increments

from 6 - 10 ym in 2 ym
increments

from 10 - 20 ym in § ym
increments

from 20 - 50 ym in 10 pm
increments

from 50 - 100 ym in

50 pym increments

from 100 - 500 ym

100 um increments

18 mm + 1 mm, feed
motion via motor

70 mm
4
varying with the sectioning

speed
can be turned off
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Electric coarse feed 2500 pm/s and 868 pm/s

Sectioning speed 0.3 - 360 mm/s + 2%

Maximum specimen size 30 x 40 x 50 mm

fLxHxW)

Nominal supply voltages 200/ 240 VAC + 10%
Nominal frequency 50/60 Hz
FPower draw 400 VA

Dimensions of basic instrument

Width (incl. Handwheel) 341 mm
Width (excl. Handwheel) 316 mm
Depth (inel. Waste Tray) 590 mm
Height (with storage 300 mm

area on cover)
Weight approx. 33 kg.

(withouf accessories) approx.73 lbs

Dimensions of control panel
WxDxH 123 x 165 x 65 mm
Weight approx. 0.500 kg (1 Ibs)

Window setting size W1:10 mm / W2:20 mm

W3:35 mm /S W4:70 mm

No. of sectioning 4
windows
No. of sectioning 20

speed level Selectable from 15 - 20

In Conformity te IEC61010-1
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